
C & M HYDRAULICS
Detailed Application Cross Reference - Air Pumps

Engine Split
                              Engine No.                 If Applicable              C & M Part No.

103.940, .942, .981, .983 and .985  ----------- CM211

104.942, .992  --------------------------------------- CM213
.980  –  up to engine 10/50 #000165  ---- CM210
.980  –   from engine 10/50 #000166  ---- CM211
.980  –  up to engine 12/52 #000239  ---- CM210
.980  –   from engine 12/52 #000240  ---- CM211
.981  –  up to engine 10/50 #000064  ---- CM210
.981  –   from engine 10/50 #000054  ---- CM211
.981  –  up to engine 12/52 #000458  ---- CM210
.981  –   from engine 12/52 #000459  ---- CM211
.990  ---------------------------------------------- CM212
.991, .994  ---  thru model year 1995  ---- CM213

116.960, .961, .962, .963 and .965  ------------ CM214

117.963, .967 and .968  --------------------------- CM214

119.960  ----------------------------------------------- CM215
.970, .971, .974 and .975

                                                          thru model year 1992  ------- CM216
.970, .971, .974 and .975

                                                         from model year 1993  ------- CM217
.972  ---------------------------------------------- CM217

120.980, .981  -------------------------------------- CM218
.982, .983  -------------------------------------- CM219


